
Body GGG50

Main Technical Parameters

DN

PN

Test pressure

 Temperature

Medium

DN50-300

1.6MPa

Strength

0-80℃

Clear, sewage, air

Seal up

2.4MPa

1.8MPa

Reference Standard

Design

Flange

Face to Face

Tests

  EN 1171

EN 1092-2

EN558-1

   EN 12266-1

Disc EPDM+GGG50

Bonnet Gasket NBR

Stem

U Ring

Holding Ring

SS420

CuZn39Pb1

Bonnet

Stem Nut CuZn39Pb1

GGG50

NBR

 Thrust Nut CuZn39Pb1

POMThrust Washer

ITEM PART NAME MATERIAL STANDARD

DIN 1693

DIN 1693

ISO 4633

ASTM A959

ISO 4633

EN 12167

EN 12167

EN 12167

ISO 9988-1

DIN 1693

Non-rising Stem Resilient Seated Gate Valves

Socket End For PVC Pipe

NBRO Ring ISO 4633

NBRO Ring ISO 4633

Sealing Ring NBR ISO 4633

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
2

AutoCAD SHX Text
13

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
12

AutoCAD SHX Text
11

AutoCAD SHX Text
8

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
7

AutoCAD SHX Text
6


	图纸和视图
	模型


